WARNI NG LETTER
AND
NOTI CE OF AMENDMENT

CERTI FI ED MAIL - RETURN RECEI PT REQUESTED

February 6, 1997

M. J. W Mrtinelli
Pr esi dent
Chevron Pi pe Line Gas Conpany
4000 Executive Parkway
Bi shop Ranch 8
San Ranon, CA 94583-0959
CPF No. 57001
Dear M. Martinelli:

On August 19-22, 1996, a representative of the Western Region,
Ofice of Pipeline Safety (OPS), pursuant to Chapter 601 of 49
United States Code, conducted an inspection of your facilities
and records for the La Mrada natural gas transm ssion system
owned and operated by Chevron Pi pe Line Conpany (CPL).

As a result of the inspection, it appears that you have

comm tted probable violations as noted bel ow of the pipeline
safety regulations, Title 49, Code of Federal Regul ations, Part
192. The itens inspected and the probable violations are:

1. 8192. 625(f) Each operator shall conduct periodic sanpling
of conbusti bl e gases to assure the proper concentration of
odorant in accordance with this section.

At the tinme of the inspection CPL personnel could not
produce docunentation that would indicate conpliance with
t he odori zation requirements of 192.625

2. 8192. 629 Purging of Pipelines (a) Wen a pipeline is being
purged of air by use of gas, the gas nust be released into
one end of the line in a noderately rapid and conti nuous
flow. |f gas cannot be supplied in sufficient quantity to
prevent the formation of a hazardous m xture of gas and
air, a slug of inert gas nust be released into the |line
before the gas.
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(b) When a pipeline is being purged of gas by use of air,
the air nust be released into one end of the line in a
nmoderately rapid and continuous flow If air cannot be
supplied in sufficient quantity to prevent the formation of
a hazardous m xture of gas and air, a slug of inert gas
must be released into the line before the air.

At the tinme of the inspection, CPL's general procedures
were i nadequate in that they did not include specific
detai |l ed procedures addressing the requirenents of 192.629.

3. 8192. 743 Pressure |imting and regul ating stations: Testing
of relief devices. (a) If feasible, pressure relief
devi ces (except rupture discs) nust be tested in place, at
interval s not exceeding 15 nonths, but at |east once each
cal endar year, to determ ne that they have enough capacity
tolimt the pressure on the facilities to which they are
connected to the desired nmaxi mum pressure.

At the tinme of the inspection, CPL personnel could not
produce docunentation that would indicate CPL tested its
relief valves during the cal endar years 1994 and 1995.

Under 49 United States Code 860122, you are subject to a civil
penalty not to exceed $25,000 for each violation for each day
the violation persists up to a maxi mum of $500, 000 for any

rel ated series of violations. W have reviewed the

ci rcunst ances and supporting docunentation involved for Itens 1,
and 3, and have decided not to assess you a civil penalty. W
advi se you, however, that should you not correct the
circunstances |eading to the probable violations, we will take
enf orcenment action when and if the continued violation conmes to
our attention.

Wth respect to Itens 2, as provided in 49 C F. R 8190.237, this
Notice serves as your notification that this office considers
your procedures/plans inadequate.

Under 49 C F. R 8190.237, you have a right to submt witten
comments or request an informal hearing. You nust submt
witten comrents or a request for a hearing within 30 days after
receipt of this Notice. |If you do not wsh to contest this

Noti ce of Amendnent, you may provide your revised procedures

wi thin 30 days of receipt of this notice. After review ng the
record, the Associate Adm nistrator for Pipeline Safety wll

det erm ne whet her your plans or procedures are adequate. The
criteria used in making this determ nation are outlined in 49

C. F.R 8190. 237.
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Pl ease refer to CPF 57001 on any future correspondence.

Si ncerely,

Edward J. Ondak
Di rector

C:.\ OPS\ docs\ | oc- w ns\ 57001w. wpd



